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MB-LONGLIFE PA12 ETHER HF AIR 0 6X4 PA12 ETHER HF AIR      14O115-15:16:2O made in Italy

 
 

 
 temperatura 

 
 due strati di poliammide 

 
 uno strato intermedio di 

 
 

 
 collanti o leganti aggiuntivi 
• Strato esterno e interno in 
 poliammide che conferisce al 

 
 

• Strato intermedio in poliuretano 
 

Tutti i tipi di raccordi pneumatici 
 

Assicurarsi di eseguire un taglio 
dritto e esente da imperfezioni 
prima del montaggio su raccordo.

 
supporto per garantire la massima 

-

 

compressa o da acqua industriale 

calzamento o portagomma

 
 

 resistant to low temperature 
 impacts 

 
 

 polyamide and an intermediate 
 

 
 

 
 

 
 

 
• Intermediate layer in polyurethane 

 
 resistance to low temperatures

-

from air it is suggested the use of 
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Industrial automation

Machine tool

Stabilità Dimensionale
Dimensional stability

Resistenza Chimica*
Chemical resistance*

  Resistenza alle Basse Temperature
Low temperature resistance

  Resistenza alle Alte Temperature
High temperature resistance

Leggerezza
Ligthness

Flessibilità
Flexibility

Durezza
Hardness

* End of catalog reference
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